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MoS2-Rust Solvent
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Phone: +49 (0)731/1420-0
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e-mail: info@liqui-moly.de
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www.liqui-moly.com

Description
MoS2 Rust Solvent contains a selection of agents with
excellent rust-dissolving, water repellent, protective
and penetrating properties.

Properties
- good water resistance
- penetrtes fast
- dissolves rust
- releases dirt
- good corrosion protection
- low coefficient of friction

Technical data
Base combination of oils,

agents and MoS2 solid 
Color / appearance colourless 
Spreading rate (cover) sheet steel, bright 
missing translation 140-180 m²/l
Operating temperature
range

-40 bis +140 °C

Odor characteristic 
Form aerosol, liquid 

Areas of application
The outstanding properties of MoS2 Rust Solvent lead
to a wide range of applications in the factory or
workshop, on motor vehicles and all equipment in the
home as well as in hobbies.

Application
Spray onto surface with the aerosol can, hand spray
can, spray gun or apply by immersion, brush or wiping.

Available pack sizes
300 ml Can aerosol 1614

D-GB-I-E-P
300 ml Can aerosol 1817

D-NL-F-GR-ARAB
300 ml Can aerosol 2694

D-PL-H-RO-TR
600 ml Can aerosol 1613

D-GB-I-E-P
600 ml Can aerosol 2653

D-PL-H-RO-TR
600 ml Can aerosol 2993

GB-DK-FIN-N-S

Our information is based on thorough research
and may be considered reliable, although not
legally binding.


